EZGO TXT
Flip Seat Kit
Installation Instructions
Step 9:
Reinstall top supports reused from factory using original hardware (Fig 9)

Figure 9

Step 10:
Install front seat back brackets with 1/4” X 1” bolts & washers to seat back cushion. Install cushion to seat frame with 1/4” X 1 3/4” bolts, washers & nyloc nuts (Fig 10)

Figure 10

Step 11:
Install rear seat back to brackets with 1/4” X 1” bolts & washers. Install seat back to seat frame with 1/4” X 1 3/4” bolts, washers & nyloc nuts (Fig 11)

Figure 11

Step 12:
Install rear seat cushion to seat deck with eight 1/4” X 1 1/2” screws. Install seat strap between cushion & deck (Fig 12)

Figure 12

---

**EZGO TXT Flip Seat Bolt List**

**Front Brackets:**
- 3/8” X 1” (2)
- 3/8” FW (2)

**Rear Uprights:**
- 5/16” X 2” (2)
- 5/16” FW (4)
- 5/16” Nyloc (2)

**Main Frame:**
- 5/16” X 1” (4)
- 5/16” Nyloc (4)
- 5/16” Washer (8)

**Side Rails:**
- 5/16” X 1 1/2” (4)
- 5/16” Washer (8)
- 5/16” Nyloc (2)
- 5/16” Acorn Nut (2)

**Front Brace:**
- 5/16” X 2 1/2” (4)
- 5/16” Nyloc (4)
- 5/16” Washer (8)

**Step Plate Brackets:**
- 5/16” X 2” (2)
- 5/16” Washer (4)
- 5/16” Nyloc (2)

**Step Plate to Side Rails:**
- 5/16” X 2 1/2” (2)
- 5/16” Washer (4)
- 5/16” Nyloc (2)

**Front Seat Back Pad:**
- 1/4” X 1” Hex (4)
- 1/4” X 1 3/4” Hex (2)
- 1/4” Nyloc (2)
- 1/4” Flat Washer (8)

**Rear Seat Back Pad:**
- 1/4” X 1” Hex (4)
- 1/4” X 1 3/4” Hex (2)
- 1/4” Nyloc (2)
- 1/4” Flat Washer (8)
Step 1:
Remove top supports, seat back cushion & seat backs.
Drill the two farthest apart holes in bag well to 3/8” (Fig. 1)

Step 2:
Install seat frame supports in bag well with 5/16” X 2” bolts & flat washers. Do not install nuts yet. (Fig. 2)

Step 3:
Install aluminum dust covers and front seat frame supports with 3/8 “X 1” bolts & flat washers (Fig. 3)

Step 4:
Install main frame assembly to front & rear supports with 5/16” X 1” bolts, washers & nyloc nuts (Fig. 4)

Step 5:
Install side rails to seat frame with 5/16” X 1 1/2” bolts, washers, 2 nyloc nuts & 2 acorn nuts. (Fig 5) Note: Acorn nuts go to the rear of seat frame

Step 6:
Install seat cushion frame with top supports brackets facing the front of the cart using 5/16” X 2 1/2” bolts, washers, & nyloc nuts (Fig 6)

Step 7:
Install Step Plate brackets loosely to step plate with 5/16” X 2” bolts, washers & nuts (Fig 7)

Step 8:
Install step plate to underside of bumper, on to seat frame support bolts. Install washers & nyloc nuts. Install 5/16” X 2 1/2” bolts, washers & nyloc nuts through side rail & step plate (Fig 8)